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C = CYAN M = Magenta Y = Yellow B = Black/THAI

19Cable & Wire

300,000 products, stocked and ready to despatch 19

Artic Grade Mains Flex - 3 Core

Rubber Insulated Mains Flex

0.75, 1.0, 1.5 and 2.5mm2 - 3184Y/3185Y

Mains Flex - 4 & 5 Core

Voltage rating 300/500V Max. conductor temp. +60°C

Conductor Area (mm2) Current Rating Nominal Dia. Order Code

0.75mm² 6A 7.1 717-198
1.0mm² 10A 7.7 717-204
1.5mm² 15A 9.4 717-216

Voltage rating 300/500V Operating temperature -20°C to +70°C

Conductor Length Length Current
Area (mm2) Closed Extended Rating

0.22 0.23m 1.5m 1A
0.75 0.5m 2.44m 6A
1.0 0.5m 2.5m 10A
1.25 0.5m 2.36m 13A

Conductor Price Each
Area Order Code 1+ 25+

Black

0.22mm² 121-9350● 192.00 186.00
0.75mm² 120-2667● 348.00 335.00
1.0mm² 120-2668● 415.00 392.00
1.25mm² 121-9351● 492.00 472.00

White
0.22mm² 121-9353● 192.00 186.00
0.75mm² 120-2669● 348.00 335.00
1.0mm² 120-2670● 415.00 392.00
1.25mm² 121-9354● 492.00 472.00

Grey
1.0mm² 120-2671● 415.00 392.00

Conductor Outside Current
Area (mm2) Min. Max. Rating

0.75mm² 6.4 8 6A
1.5mm² 8 9.8 15A
2.5mm² 9.6 12 20A

Ì 4 and 5 core PVC insulated copper conduc-
tors. Sheathed overall in Black PVC to
BS6500 Table 16, harmonised code
HO5VV-F. 4 core brown, blue, black, green/
yellow. 5 core as above +1 black conduc-
tor

100m - 2 Core Price Per Reel
Conductor Area Order Code 1+ 5+ +
0.75mm² 717-198● 5,088.00 4,579.00 – –
1.0mm² 717-204● 5,792.00 5,213.00 – –
1.5mm² 717-216 7,369.00 6,632.00 – –

100m Reels Price Per Reel
Conductor Area Order Code 1+ 5+ + +

Yellow
0.75mm² 120-2675● 2,954.00 2,705.00 – – – –
1.5mm² 152-383 4,035.00 3,665.00 – – – –
2.5mm² 267-338 7,013.00 6,514.00 – – – –

Blue
0.75mm² 152-382 2,954.00 2,705.00 – – – –
1.5mm² 152-384 4,035.00 3,665.00 – – – –
2.5mm² 267-340 7,013.00 6,514.00 – – – –

Orange
0.75mm² 120-2676● 3,248.00 2,934.00 – – – –
1.5mm² 120-2677● 4,233.00 3,959.00 – – – –
2.5mm² 120-2678● 6,807.00 6,177.00 – – – –

Conductor Area (mm2) Current Rating Nominal Dia. Order Code

0.75mm² 6A 7.7 717-228
1.0mm² 10A 8.1 717-230
1.5mm² 15A 9.8 717-241

Conductor Nominal Outside Nominal
Area (mm2) Conductor Size Min. Max. Current

0.75mm² 24/0.2mm 7.4 9.6 6A
1.0mm² 32/0.2mm 8.3 10 10A
1.5mm² 30/0.25mm 10 12 15A
2.5mm² 50/0.25mm 11.5 14 20A

Coiled Mains Flex (0.20, 0.75 & 1.25mm2)

208200

100m - 3 Core Price Per Reel
Conductor Area Order Code 1+ 5+ +
0.75mm² 717-228● 5,031.00 4,528.00 – –
1.0mm² 717-230● 6,925.00 6,233.00 – –
1.5mm² 717-241 8,111.00 7,300.00 – –

3183YAG - Artic Grade
Three-Core Round Artic Flex

207983

Ì Plain stranded copper conductors,
Blue, Brown, Green/Yellow insulated.

Ì Sheathed overall in Arctic grade PVC
Ì Suitable for outdoor applications and

where flexibility is required at sub-zero
temperatures

Ì Available in Yellow, Blue or Orange
sheath

100m Reels Price Per Reel
Conductor Area Order Code 1+ 5+ + +

4 core(Black)
0.75mm² 235-623 3,542.00 3,188.00 – – – –
1.0mm² 235-635 4,127.00 3,714.00 – – – –
2.5mm² 267-326 8,224.00 7,401.00 – – – –

5 core(Black)
0.75mm² 235-659 4,009.00 3,608.00 – – – –
1.0mm² 235-660 6,028.00 5,425.00 – – – –
1.5mm² 235-672 6,525.00 5,873.00 – – – –
2.5mm² 277-230 H 10,865.00 9,785.00 – – – –

H Heavy item, special delivery conditions apply

Ì Three core, Blue, Brown and Green/Yellow
Ì PVC insulated extendable mains lead avail-

able in three current ratings
Ì Moulded into a coiled Black, White or Grey

PVC sheath.

Conductor Area (mm2) Current Rating Nominal Dia. Order Code

0.75mm² 6A 8.5 475-4542
1.0mm² 10A 8.8 475-4554
1.5mm² 15A 11.2 475-4566

230420

100m - 4 Core Price Per Reel
Conductor Area Order Code 1+ 5+ +
0.75mm² 475-4542 4,300.00 3,870.00 – –
1.0mm² 475-4554 5,677.00 5,109.00 – –
1.5mm² 475-4566 7,641.00 6,876.00 – –

Continuous Length in 1m Multiples Price Per Metre
Conductor Area Order Code
4 core (Black)
0.75mm² 385-2933 56.00
1.0mm² 385-2945 76.00
1.5mm² 385-2957 100.00
2.5mm² 385-2969 153.00
5 core (Black)
0.75mm² 385-2970 85.00
1.0mm² 385-2982 100.00
1.5mm² 385-2994 141.00
2.5mm² 385-3007 231.00

208131

3182 VR/TRS - 2 Core

3183 VR/TRS - 3 Core

Ì Annealed tinned cop-
per conductors insulat-
ed with EM1 rubber to
form a round cable

Ì For use in offices, kitchens, domestic prem-
ises to supply portable and light mobile ap-

pliances subject to lower mechanical stress
Ì Sheath colour Black.

3184 VR/TRS - 4 Core

Rubber Sheathed Flexible
Cable - H05RR-F


