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C = CYAN M = Magenta Y = Yellow B = Black/THAI

866 Semiconductors - Integrated Circuits

Prices are in Thai Baht and exclude 7% VAT.

Due to the volatile nature of certain products,

prices are subject to change without notice.
866 1,000s more products available at www.farnell-newarkinone.com

Line Drivers & Receivers - continued

Bus Drivers, Receivers & Transceivers - continued

Price Each
Pins/Package Description Mftrs. List No. Order Code 1+ 25+ 100+ + +

232 16/NSOIC +5V RS232 Transceivers 2 Driver, 2 Receiver, Enhanced ESD . . . . . . . . . . . . . . . . . . . SP232EEN-L 938-6556● 90.00 72.00 59.00 – – – –
232 16/WSOIC +5V RS232 Transceivers 2 Driver, 2 Receiver, Enhanced ESD . . . . . . . . . . . . . . . . . . . SP232EET-L 938-6564● 90.00 72.00 59.00 – – – –
233 20/DIL RS232 Transceivers 2 Driver, 2 Receiver, No External Capacitors . . . . . . . . . . . . . . . . . SP233ACP-L 938-6572● 384.00 307.00 239.00 – – – –
233 20/SOIC RS232 Transceivers 2 Driver, 2 Receiver, No External Capacitors . . . . . . . . . . . . . . . . . SP233ACT-L 938-6580● 384.00 307.00 254.00 – – – –
310 18/WSOIC +5V RS232 Transceivers 2 Driver, 2 Receiver, Enhanced ESD, Shutdown . . . . . . . . . . SP310EET-L 938-6726● 126.00 101.00 78.00 – – – –
319 80/MQFP 10Mbps, +5V-Only V.35 Interface with RS-232 (V.28) Control Lines . . . . . . . . . . . . . . SP319CF-L 938-6734● 900.00 720.00 646.00 – – – –
322 44/LQFP V.11/V.35 Configurable Clock/Data Transceivers with integrated termination . . . . . . . . . SP322CF-L 938-6840● 826.00 661.00 558.00 – – – –
332 28/WSOIC RS-232/RS-485 Multi-Mode Serial Transceiver . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . SP332ET-L 938-7064● 863.00 691.00 583.00 – – – –
334 28/WSOIC Multi-mode RS-232/RS-485 Configurable Serial Port Transceiver . . . . . . . . . . . . . . . . . SP334CT-L 938-7072● 826.00 661.00 558.00 – – – –
3508 100/LQFP 3.3V, 20Mbps, 8 Channel Multiprotocol Transceiver with Programmable DCE/DTE and

Termination Resistors . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . SP3508CF-L 938-7080● 3,090.00 2,472.00 2,086.00 – – – –
481 8/NSOIC Half-Duplex RS-485 Transceivers with enhanced ESD . . . . . . . . . . . . . . . . . . . . . . . . . . SP481ECN-L 938-7102● 144.00 115.00 90.00 – – – –
481 8/NSOIC Half-Duplex RS-485 Transceivers with enhanced ESD . . . . . . . . . . . . . . . . . . . . . . . . . . SP481EEN-L 938-7110● 144.00 115.00 90.00 – – – –
483 8/NSOIC Slew Limited Half-Duplex RS-485 Transceivers with enhanced ESD. . . . . . . . . . . . . . . . SP483ECN-L 938-7129● 144.00 115.00 95.00 – – – –
483 8/DIL Slew Limited Half-Duplex RS-485 Transceivers with enhanced ESD. . . . . . . . . . . . . . . . SP483ECP-L 938-7137● 144.00 115.00 90.00 – – – –
483 8/NSOIC Slew Limited Half-Duplex RS-485 Transceivers with enhanced ESD. . . . . . . . . . . . . . . . SP483EEN-L 938-7145● 144.00 115.00 90.00 – – – –
485 8/NSOIC Half-Duplex RS-485 Transceivers with enhanced ESD . . . . . . . . . . . . . . . . . . . . . . . . . . SP485ECN-L 938-7153● 108.00 86.00 71.00 – – – –
485 8/DIL Half-Duplex RS-485 Transceivers with enhanced ESD . . . . . . . . . . . . . . . . . . . . . . . . . . SP485ECP-L 938-7161● 108.00 86.00 67.00 – – – –
485 8/NSOIC Half-Duplex RS-485 Transceivers with enhanced ESD . . . . . . . . . . . . . . . . . . . . . . . . . . SP485EEN-L 938-7170● 108.00 86.00 67.00 – – – –
485 8/DIL Half-Duplex RS-485 Transceivers with enhanced ESD . . . . . . . . . . . . . . . . . . . . . . . . . . SP485EEP-L 938-7188● 108.00 86.00 67.00 – – – –
485 8/NSOIC High Temperature, Half-Duplex RS-485 Transceivers with enhanced ESD . . . . . . . . . . . SP485EMN-L 938-7196● 108.00 86.00 67.00 – – – –
485 8/NSOIC High-Fanout RS-485 Transceiver. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . SP485RCN-L 938-7200● 108.00 86.00 67.00 – – – –
485 8/NSOIC High-Fanout RS-485 Transceiver. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . SP485REN-L 938-7218● 108.00 86.00 67.00 – – – –
490 8/SOIC Full Duplex RS-485 Transceivers with enhanced ESD . . . . . . . . . . . . . . . . . . . . . . . . . . SP490ECN-L 938-7226● 144.00 115.00 90.00 – – – –
490 8/NSOIC Full Duplex RS-485 Transceivers with enhanced ESD . . . . . . . . . . . . . . . . . . . . . . . . . . SP490EEN-L 938-7234● 144.00 115.00 95.00 – – – –
491 14/NSOIC Full Duplex RS-485 Transceivers with enhanced ESD . . . . . . . . . . . . . . . . . . . . . . . . . . SP491ECN-L 938-7242● 144.00 115.00 95.00 – – – –
495 20/WSOIC Quad 10Mbps RS-485 Transceivers, SCSI pinout . . . . . . . . . . . . . . . . . . . . . . . . . . . . . SP495CT-L 938-7250● 719.00 575.00 486.00 – – – –
504 80/MQFP 7-Driver/7-Receiver Multiprotocol Serial Transceiver . . . . . . . . . . . . . . . . . . . . . . . . . . . SP504MCF-L 938-7269● 2,131.00 1,705.00 1,439.00 – – – –
508 100/LQFP 20Mbps, Single-Chip Multi-Protocol DCE/DTE with integraged V.11 and V.35 termina-

tion, 15kV ESD . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . SP508CF-L 938-7277● 2,664.00 2,131.00 1,798.00 – – – –
526 44/MQFP 4-Driver/4-Receiver Multi-Mode Serial Transceiver for Control and Handshake signals . . SP526CF-L 938-8923● 1,066.00 852.00 719.00 – – – –
1485 8/NSOIC High Speed Half-Duplex RS-485 Transceiver, 15kV ESD . . . . . . . . . . . . . . . . . . . . . . . . SP1485ECN-L 938-6319● 114.00 91.00 71.00 – – – –
1490 8/NSOIC High Speed Full-Duplex RS-485 Transceiver, 15kV ESD. . . . . . . . . . . . . . . . . . . . . . . . . SP1490ECN-L 938-6335● 288.00 230.00 179.00 – – – –
1491 14/NSOIC High Speed Full-Duplex RS-485 Transceiver, 15kV ESD. . . . . . . . . . . . . . . . . . . . . . . . . SP1491ECN-L 938-6343● 288.00 230.00 179.00 – – – –
2233 20/SOIC RS232 Transceivers 2 Driver, 2 Receiver, No External Capacitors . . . . . . . . . . . . . . . . . SP233ECT-L 938-6599● 384.00 307.00 239.00 – – – –
3070 14/NSOIC 3V RS485 Full Duplex Transceiver, 15kV ESD, 1/8th Load, Slew Limited . . . . . . . . . . . . SP3070EEN-L 938-6653● 180.00 144.00 112.00 – – – –
3071 8/NSOIC 3V RS485 Full Duplex Transceiver, 15kV ESD, 1/8th Load, Slew Limited . . . . . . . . . . . . SP3071EEN-L 938-6661● 180.00 144.00 119.00 – – – –
3072 8/NSOIC 3V RS485 Half Duplex Transceiver, 15kV ESD, 1/8th Load, Slew Limited. . . . . . . . . . . . SP3072EEN-L 938-6670● 180.00 144.00 119.00 – – – –
3075 8/NSOIC 3V RS485 Half Duplex Transceiver, 15kV ESD, 1/8th Load, Reduced EMI . . . . . . . . . . . SP3075EEN-L 938-6688● 180.00 144.00 112.00 – – – –
3076 14/NSOIC 3V RS485 Full Duplex Transceiver, 15kV ESD, 1/8th Load, High Speed . . . . . . . . . . . . . SP3076EEN-L 938-6696● 180.00 144.00 112.00 – – – –
3077 8/NSOIC 3V RS485 Full Duplex Transceiver, 15kV ESD, 1/8th Load, High Speed . . . . . . . . . . . . . SP3077EEN-L 938-6700● 180.00 144.00 112.00 – – – –
3078 8/NSOIC 3V RS485 Half Duplex Transceiver, 15kV ESD, 1/8th Load, High Speed. . . . . . . . . . . . . SP3078EEN-L 938-6718● 180.00 144.00 112.00 – – – –
3203 20/TSSOP 1.8V Interface, RS-232 Transceivers with 15kV ESD Protection . . . . . . . . . . . . . . . . . . . SP3203ECY-L 938-6742● 234.00 187.00 145.00 – – – –
3220 16/SSOP High Speed +3.0V to +5.5V RS-232 Driver/Receiver Pair . . . . . . . . . . . . . . . . . . . . . . SP3220EBCA-L 938-6750● 162.00 130.00 101.00 – – – –
3220 16/TSSOP High Speed +3.0V to +5.5V RS-232 Driver/Receiver Pair . . . . . . . . . . . . . . . . . . . . . . SP3220EBCY-L 938-6769● 162.00 130.00 101.00 – – – –
3220 16/SSOP High Speed +3.0V to +5.5V RS-232 Driver/Receiver Pair . . . . . . . . . . . . . . . . . . . . . . SP3220EBEA-L 938-6777● 162.00 130.00 107.00 – – – –
3222 20/SSOP Low power +3.0V to +5.5V RS-232 Transceivers with Tristate . . . . . . . . . . . . . . . . . . SP3222ECA-L 938-6785● 162.00 130.00 101.00 – – – –
3222 20/TSSOP Low power +3.0V to +5.5V RS-232 Transceivers with Tristate . . . . . . . . . . . . . . . . . . SP3222ECY-L 938-6793● 162.00 130.00 101.00 – – – –
3222 20/SSOP Low power +3.0V to +5.5V RS-232 Transceivers with Tristate . . . . . . . . . . . . . . . . . . SP3222EEA-L 938-6807● 162.00 130.00 101.00 – – – –
3223 20/SSOP Auto On-Line +3.0V to +5.5V RS-232 Transceivers. . . . . . . . . . . . . . . . . . . . . . . . . . . SP3223ECA-L 938-6815● 162.00 130.00 101.00 – – – –
3223 20/SSOP Auto On-Line +3.0V to +5.5V RS-232 Transceivers. . . . . . . . . . . . . . . . . . . . . . . . . . . SP3223EEA-L 938-6823● 162.00 130.00 107.00 – – – –
3223 20/TSSOP Auto On-Line +3.0V to +5.5V RS-232 Transceivers. . . . . . . . . . . . . . . . . . . . . . . . . . . SP3223EEY-L 938-6831● 162.00 130.00 101.00 – – – –
3232 16/SSOP +3.0V to +5.5V RS-232 Transceivers . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . SP3232EBCA-L 938-6858● 162.00 130.00 101.00 – – – –
3232 16/NSOIC +3.0V to +5.5V RS-232 Transceivers . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . SP3232EBCN-L 938-6866● 162.00 130.00 107.00 – – – –
3232 16/TSSOP +3.0V to +5.5V RS-232 Transceivers . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . SP3232EBCY-L 938-6874● 162.00 130.00 101.00 – – – –
3232 16/SSOP +3.0V to +5.5V RS-232 Transceivers . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . SP3232ECA-L 938-6882● 162.00 130.00 107.00 – – – –
3232 16/NSOIC +3.0V to +5.5V RS-232 Transceivers . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . SP3232ECN-L 938-6890● 162.00 130.00 101.00 – – – –
3232 16/DIL +3.0V to +5.5V RS-232 Transceivers . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . SP3232ECP-L 938-6904● 162.00 130.00 107.00 – – – –
3232 16/WSOIC +3.0V to +5.5V RS-232 Transceivers . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . SP3232ECT-L 938-6912● 162.00 130.00 107.00 – – – –
3232 16/TSSOP +3.0V to +5.5V RS-232 Transceivers . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . SP3232ECY-L 938-6920● 162.00 130.00 101.00 – – – –
3232 16/SSOP +3.0V to +5.5V RS-232 Transceivers . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . SP3232EEA-L 938-6939● 162.00 130.00 107.00 – – – –
3232 16/TSSOP +3.0V to +5.5V RS-232 Transceivers . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . SP3232EEY-L 938-6947● 162.00 130.00 107.00 – – – –
3232 16/NSOIC 1Mbps +3.0V to +5.5V RS-232 Transceivers . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . SP3232EUCN-L 938-6955● 162.00 130.00 107.00 – – – –
3232 16/DIL 1Mbps +3.0V to +5.5V RS-232 Transceivers . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . SP3232EUCP-L 938-6963● 162.00 130.00 101.00 – – – –
3238 28/SSOP Auto On-Line +3.0V to +5.5V RS-232 Transceivers 5-Driver/3-Receiver . . . . . . . . . . . SP3238ECA-L 938-6971● 246.00 197.00 153.00 – – – –
3238 28/SSOP Auto On-Line +3.0V to +5.5V RS-232 Transceivers 5-Driver/3-Receiver . . . . . . . . . . . SP3238EEA-L 938-6980● 222.00 177.00 147.00 – – – –
3239 28/SSOP Intelligent +3.0V to +5.5V RS-232 Transceivers 5-Driver/3-Receiver . . . . . . . . . . . . . . SP3239ECA-L 938-6998● 222.00 177.00 138.00 – – – –
3239 28/SSOP Intelligent +3.0V to +5.5V RS-232 Transceivers 5-Driver/3-Receiver . . . . . . . . . . . . . . SP3239EEA-L 938-7005● 222.00 177.00 138.00 – – – –
3243 28/SSOP Auto On-Line +3.0V to +5.5V RS-232 Transceivers 3-Driver/5-Receiver . . . . . . . . . . . SP3243EBCA-L 938-7013● 234.00 187.00 145.00 – – – –
3243 28/SSOP Auto On-Line +3.0V to +5.5V RS-232 Transceivers 3-Driver/5-Receiver . . . . . . . . . . . SP3243EEA-L 938-7021● 234.00 187.00 145.00 – – – –
3243 28/WSOIC Auto On-Line +3.0V to +5.5V RS-232 Transceivers 3-Driver/5-Receiver . . . . . . . . . . . SP3243EET-L 938-7030● 234.00 187.00 145.00 – – – –
3243 28/SSOP 1 Mbps Auto On-Line +3.0V to +5.5V RS-232 Transceivers 3-Driver/5-Receiver . . . . . SP3243EUCA-L 938-7048● 234.00 187.00 145.00 – – – –
3282 28/TSSOP 1.8V to 5.5V Interface Auto On-Line RS-232 Transceivers with Enhanced ESD . . . . . . . SP3282EBEY-L 938-7056● 252.00 201.00 157.00 – – – –
5301 14/NSOIC Universal Serial Bus FS/LS Transceiver . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . SP5301CN-L 938-8931● 102.00 82.00 63.00 – – – –
5301 14/TSSOP Universal Serial Bus FS/LS Transceiver . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . SP5301CY-L 938-8915● 102.00 82.00 63.00 – – – –

Device Max Data Rate Max Propogation Max Pulse-Width Tension d’isolement

(Mbps) Delay (ns) Distortion (ns) (KV rms)

ADUM1200ARZ 1 100 40 2.5

ADUM1200BRZ 10 50 3 2.5

ADUM1200CRZ 25 45 3 2.5

ADUM1201ARZ 1 100 40 2.5

ADUM1201BRZ 10 50 3 2.5

ADUM1201CRZ 25 45 3 2.5

Device Max Data Rate Max Propogation Max Pulse-Width Tension d’isolement

(Mbps) Delay (ns) Distortion (ns) (KV rms)

ADUM1210BRZ 10 50 3 2.5

ADUM2402ARWZ 90 100 40 5

ADUM2402BRWZ 90 50 3 5

ADUM2402CRWZ 90 32 2 5

ADUM2401BRWZ 90 100 40 5

ADUM2401ARWZ 90 50 3 5

ADUM2401CRWZ 90 32 2 5

ADUM2400ARWZ 90 100 40 5

ADUM2400BRWZ 90 50 3 5

ADUM2400CRWZ 90 32 2 5

Digital Isolators

422971

The ADuM120x are dual-channel digital isolators. They are based on Analog Devices
iCoupler® technology, and combine high speed CMOS and monolithic transformer tech-
nology. The iCoupler devices remove the design difficulties associated with optocouplers by
avoiding the use of LEDs and photodiodes. These Digital Isolators provide two independant
channels in a variety of configuations and data rates. Supply voltage ranges from 2.7V to 5.5V.


