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Internet www.farnell.com

SINGAPORE CATALOGUE

Sales Tel (65) 788 0200   Sales Fax (65) 788 0300

721-9489KBRM-1688528641527224219,316
721-9477KBRM-14876255713.525203816,814
721-9465KBRM-126,56722501222183415,412
721-9453KBRM-106,558204310.519153012,910
721-9441KBRM-085481636916132410,38
721-9430KBRM-06540123071310208,96
721-9428KBRM-0543610276129187,75

Order CodeI5I4I3h1C1d5d4d2dnd1

Mftrs'
List No.

Female Rod Ends

721-9489M16Female
721-9477M14Female
721-9465M12Female
721-9453M10Female
721-9441M8Female
721-9430M6Female
721-9428M5Female
721-9416M16Male
721-9404M14Male
721-9398M12Male
721-9386M10Male
721-9374M8Male
721-9362M6Male
721-9350M5Male

50+25+10+5+1+Order CodeThreadType
Price Each

bas94

Pivoting Bearings IGUBAL

721-9544KGLM-3050.834.825375530
721-9532KGLM-2542.829.522314725
721-9520KGLM-1628.519.315213216
721-9519KGLM-101912.910.5142210
721-9507KGLM-0815.810.3912198
721-9490KGLM-0511.17.768135

Order CodeMftrs' List No.dkdnCBd
22)d11)

721-954430mm
721-953225mm
721-952016mm
721-951910mm
721-95078mm
721-94905mm

50+25+10+5+1+Order CodeSize
Price Each

1) Barrel gauge test
2) Press fit in locating bore D (h7)

bas95

Ì Compensate for alignment errors
Ì Very good vibration reduction
Ì High load bearing capacity at normal ambient temperatures
Ì Suitable for rotary, oscillating and axial movements
Ì Installed by simple press-fitting into an H7 bore

Pedestal Bearings IGUBAL

Ì Compensates for alignment errors and avoids edge pressures
Ì Housings manufactured from an impact resistant, rigid thermoplastic composite

material
Ì Abrasion resistant interior bearing cap suited for dry applications
Ì The low friction coefficient means high sliding speeds up to a maximum of 1.5m/s

for rotary movements and 8m/s for linear movements can be supported

721-9611JAM-3010,596101246432253730
721-9600JAM-258,58610110542722.03125
721-9593JAM-208,568988442218.02520
721-9581JAM-166,560680361815.02116
721-9570JAM-125,546660281412.01612
721-9568JAM-105,546660281410.51410
721-9556JAM-053,3253361476.085

(E10) Order Code
Mftrs.

List No.
d3mCah2h1C1Bd11)

721-961130mm
721-960025mm
721-959320mm
721-958116mm
721-957012mm
721-956810mm
721-95565mm

50+25+10+5+1+
Price Each

Order CodeSize

bas96

Two Bolt Spherical IGUBAL

721-9702EFOM-3024,512830
721-9696EFOM-2523,510125
721-9684EFOM-2018,54220
721-9672EFOM-1616,57716
721-9660EFOM-1213.06212
721-9659EFOM-1012,05210
721-9647EFOM-058,5405

Order CodeMftrs. List No.Total HeightMax. WidthShaft

721-970230mm
721-969625mm
721-968420mm
721-967216mm
721-966012mm
721-965910mm
721-96475mm

50+25+5+1+
Price Each

Order CodeSize

bas97

Ì Easy to mount
Ì Compensates for misalignments

Ì Suitable for rotary, oscillating and axial
movements

Spherical Bearings
Spherical Plain Bearings

Mounting
The constructional characteristics of spherical bearings are similar to those of (the
head of) the rod ends.
Spherical bearings differ by being contained in a cylindrical housing enabling them to
be mounted in the conventional manner for journal support as shown below. It is
important to ensure that the bore into which a bearing is fitted is sized correctly. An
undersized bore may considerably increase the rotational resistance of the ball within
its housing, with obvious detrimental effects on the performance of the bearing. To
ensure correct operation of the bearing, we recommend that bores provided be 
tolerated in accordance with the following:
Bearing Size Tolerance P7 (mm)

2..........-0.009 / -0.024
3-4-5-6....-0.011 / -0.029
Axial Loads:

Spherical bearing will only support axial loads if properly installed in a bore which pro-
vides adequate support for its housing. Radial and axial loads are given for spherical
bearings. We do not advise simultaneous application of maximum possible radial and
axial loads to spherical bearings.

706-222924098012,7098,966,75186
706-221719078011,1187,716165
706-22051405909,5276,465,25144
706-21991004207,9365,184.,5123
706-2187502406,004,83,63,692

E
Order CodeAxial daNRadial daNØ BallWOHDB

Static Load

706-22296
706-22175
706-22054
706-21993
706-21872

100+50+25+10+5+1+Order Code mm
Price EachSize

Ì Miniature, general-purpose, spherical bearing
Ì Sizes 2 –6 mm bore
Ì Zinc-plated, steel housing
Ì Hardened steel ball
Ì Phosphor bronze bearing
Ì Needs lubrication
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