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SINGAPORE CATALOGUE

Sales Tel (65) 788 0200   Sales Fax (65) 788 0300

1.5mm2 (30/0.25mm)

247
267-648.earth267-636.Yellow267-612.Red267-594.Blue

Green/yellow267-624.White267-600.Brown267-582.Black
Order CodeColourOrder CodeColourOrder CodeColourOrder CodeColour

100m Reels

100m All Colours

50+25+10+5+1+

Price Per Reel

MIXED QUANTITY PRICING

2.5mm2 (50/0.25mm)

245
267-715.earth267-685.Red267-661.Blue

Green/yellow267-673.Brown267-650.Black
Order CodeColourOrder CodeColourOrder CodeColour

100m Reels

100m All Colours

50+25+10+5+1+

Price Per Reel

MIXED QUANTITY PRICING

Switchgear Wire to BS6231
Plain Stranded

409

100m All Colours 
50+25+10+5+1+

Price Per Reel

152-557Red152-555Black
Order CodeColourOrder CodeColour100m Reels

5039292217Current rating (A)
6.34.84.23.73.4Max. overall dia.

84/0.356/0.350/0.2530/0.2532/0.2

717-484717-460White717-423Blue
Green/
Yellow

717-459Red717-411Black
Order CodeColourOrder CodeColourOrder CodeColour

100m Reel

100m All Colours

25+10+5+1+

Price Per Reel

100m All Colours

25+10+5+1+

Price Per Reel

1.5mm2 (30/0.25mm) Type CK

1.0mm2 (32/0.2mm) Type BK

PVC insulated plain stranded copper conductors to BS6231. Cables
are suitable for use where the combination of ambient temperature
rise due to load results in a cumulative conductor temperature not
exceeding +70°C for BK types and +85°C for CK types. CK types
can be used up to +105°C where there is no flexing or mechanical stress.

Voltage rating 600V PVC radial thickness 0.8

717-400717-344Blue
Green/
Yellow

717-370Red717-332Black
Order CodeColourOrder CodeColourOrder CodeColour

100m Reel

Current rating 22A at 35°C Nom. outside dia. 3.7

2.5mm2 (50/0.25mm) Type CK
Current rating 29A at 35°C Nom. outside dia. 4.2

1.5mm2 (30/0.25mm) Type BK

MIXED QUANTITY PRICING

MIXED QUANTITY PRICING

MIXED QUANTITY PRICING

717-605
Green/
Yellow

717-563Red717-526Green717-496Black
Order CodeColourOrder CodeColourOrder CodeColourOrder CodeColour

100m Reel

100m All Colours

25+10+5+1+

Price Per Reel

717-721 
Green/
Yellow

717-680Red717-629Blue717-617Black
Order CodeColourOrder CodeColourOrder CodeColourOrder CodeColour

100m Reel

100m All Colours

25+10+5+1+

Price Per Reel

Current rating 22A at 35°C Nom. outside dia. 3.7

2.5mm2 (50/0.25mm) Type BK
Current rating 29A at 35°C Nom. outside dia. 4.2

MIXED QUANTITY PRICING

MIXED QUANTITY PRICING

4.0mm2 (56/0.3mm) Type BK

149-423†Red
149-422†Black
Order CodeColour25m Reel

409A

Yellow
721-104Green/721-074Red721-037Black

Order CodeColourOrder CodeColourOrder CodeColour
50m Reel

50m All Colours

10+5+1+

Price Per Reel

721-025
Green/
Yellow

720-999Red720-951Black
Order CodeColourOrder CodeColourOrder CodeColour

100m Reel

†Available until stocks are exhausted
100m All Colours

10+5+1+

Price Per Reel

100m All Colours
25+10+5+1+

Price Per Reel

Current rating 39A at 35°C Nom. outside dia. 4.8

Current rating 50A at 35°C Nom. outside dia. 6.3
6.0mm2 (84/0.3mm) Type BK

Current rating 68A at 35°C Nom. outside dia. 7.6
10.0mm2 (80/0.4mm) Type BK

Current rating 91A at 35°C Nom. outside dia. 8.8
16.0mm2 (126/0.4mm) Type BK

100m All Colours
25m All Colours

25+10+5+1+

Price Per Reel

720-940720-926 White 720-884Blue
Green/
Yellow

720-914Red720-872Black
Order CodeColourOrder CodeColourOrder CodeColour

100m Reel

717-800
Green/
Yellow

717-770Red717-733Black
Order CodeColourOrder CodeColourOrder CodeColour

100m Reel

MIXED QUANTITY PRICING

MIXED QUANTITY PRICING

MIXED QUANTITY PRICING

MIXED QUANTITY PRICING
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