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SINGAPORE CATALOGUE

Sales Tel (65) 788 0200   Sales Fax (65) 788 0300

353-32201337712-3200
353-32191337712-2150
353-32071337712-1100

8.29mm CSA Insulated Braid M5 – M5

353-31901337711-3200
353-31891337711-2150
353-31771337711-1100

7.54mm CSA Insulated Braid M5 – M5

353-31651337710-3200
353-31531337710-2150
353-31411337710-1100

2.26mm CSA Insulated Braid M8 – M8

353-31301337709-3200
353-31281337709-2150
353-31161337709-1100

1.13mm CSA Insulated Braid M3.5 – M3.5

353-31041337708-3200
353-30981337708-2150
353-30861337708-1100

0.5mm CSA Insulated Braid M3 – M3

353-30741337707-3500
353-30621337707-2400
353-30501337707-1250

25mm CSA Braid M8 – M8

353-30491337706-3400
353-30371337706-2250
353-30251337706-1150

15mm CSA Braid M6 – M6

353-30131337671-3200
353-30011337671-2150
353-29991337671-1100

10mm CSA Braid M5 – M5

353-29871337670-3200
353-29751337670-2150
353-29631337670-1100

8.29mm CSA Braid M5 – M5

353-29511337669-3200
353-29401337669-2150
353-29381337669-1100

7.54mm CSA Braid M5 – M5

353-29261337668-3200
353-29141337668-2150
353-29021337668-1100

2.26mm CSA Braid M8 – M8

353-28961337667-3200
353-28841337667-2150
353-28721337667-1100

1.13mm CSA Braid M3.5 – M3.5

353-28601337666-3200
353-28591337666-2150
353-28471337666-1100

0.5mm CSA Braid M3 – M3

50+25+10+1+
Price Each

Order Code
Mftrs. 

List No.
Lead 

Length mm

Automotive Wire

373

Automotive wire and cable
plain conductors PVC insu-
lated to BS6862 Part 1.
Resistant to petrol, lubrication oils, fuel oils
and dilute acids.

500m All Colours

25+10+5+1+

Price Per Reel

710-817Black
Order CodeColour

Maximum temperature
Test voltage

17.5138.75Current rating (A)
0.60.60.6Wall thickness (mm)
3.43.12.7

28/0.321/0.314/0.3

Nominal outside dia. (mm)

1.0mm2 (14/0.3)

710-775Red710-696Black
Order CodeColourOrder CodeColour

1.5mm2 (21/0.3)

MIXED QUANTITY PRICING

500m All Colours

10+5+1+

Price Per Reel

711-020

10+5+1+

Price Per Reel

Order Code

100m Flat Twin

500m All Colours

10+5+1+

Price Per Reel

710-982Red710-910Black
Order CodeColourOrder CodeColour

Core colours Red and Black Nominal dimensions 3.8 6.1
Current rating 5.75A Max. operating temp. +70°C

Two cores laid together and sheathed in Black PVC forming an oval cable.

2.0mm2 (28/0.3)

9/0.3 Twin Flat

MIXED QUANTITY PRICING

MIXED QUANTITY PRICING

MIXED QUANTITY PRICING

Seven Core Trailer Cable

Central White (2.0mm2) 17.5A Maximum overall dia. 10.2
Outer Brown, Blue, Black Yellow, Wall thickness sheath 0.8

Red and Green (1.0mm2) 8.75A Wall thickness cores 0.6

711-032. 100m 7-Core

10+5+1+Order Code
Price Per Reel

Ì Seven core trailer cable PVC insulated
cores with an overall Black PVC sheath
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Welding Cables

Ambient air temperature 25°C, maximum conductor temperature 85°C.
* Duty cycle is the time for which the current flows.

The above figures are based on a percentage of the complete cycle, taken as 5 minutes.

313-851335mm2
313-850125mm2
313-849516mm2

10+5+1+Order Code
Price Per Reel

50m Reel

313-851314.541029022535
313-850113.033023018025
313-849511.524517513516

30%60%100% Order Code
Outside Dia.

(Max.)

Current Rating (A)
Duty Cycle*Size

(mm2)

Ì Plain copper conductors sheathed in
black chlorinated neoprene

Ì Manufactured to HOIN-2D.

Voltage rating 100V dc Temperature rating -20°C to +80°C

387X

Major International
Brands

All the leading brand names from over
1,000 major international manufacturers.


