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Cable & Wire

Cable & Wire

IDC Ribbon Cable — Continued

Jacketed Shielded 0.05" Pitch Thomas&Betts

@ UL listed (style
20529) PVC insulated wire with a flexible
yet tough mylar/aluminium foil shielding
surrounded by a Black PVC outer jacket

@ Incorporates special drain wire which
can be terminated directly to a contact in
the connector or pigtailed out to achieve
a shielded ground termination

Wire gauge 28 AWG stranded Impedance 52Q
Temperature rating 75°C Capacitance 108.9pF/m
Voltage rating 300V Inductance 0.3uH/m
Current rating 1A Insulation resistance 10"Q

Mftrs. List No. (187-xx-100) where xx = No of conductors
102

Continuous Length in 1m Multiples  Price 30.5 m Reels
Perm Order Price Per Reel
Conductors  Order Code Code 1+ 5+ 10+
25 .302-715 34.03 .302-740
37 .302-727 44.69 .302-752

Hand Ribbon Cable Cutter

@ Hand cable cutter with built-in cable guide
@ Gives clean perpendicular cuts to cable with up to 64 conductors (82mm wide
28AWG

Note: The flat platen is not replaced as it is plastic, but acquires a slot over the cutter’s life which
does not normally affect the efficiency of the blade. If it does affect the cutting efficiency, replace the
whole tool.

Cl27
Price Each
Order Code 1+ 5+ 10+
Cutter .147-824.
Spare blades .150-077.
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Prices are in Singapore Dollars and exclusive of GST



