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140X

Kit No. 1 – Black, Clear and Red, containing the following:

10Red1004.79.5
10Black1004.79.5
10 each colourBlack, Red2003.26.4
10 each colourBlack, Red1003.26.4
20Clear503.26.4
10 each colourBlack, Red503.26.4
10 each colourBlack, Red2002.44.8
20 each colourBlack, Red1002.44.8
30Clear502.44.8
20 each colourBlack, Red502.44.8
50Clear501.63.2
30 each colourBlack, Red501.63.2
30 each colourBlack, Red501.22.4

mmShrunkNom. QuantityColours
LengthDia.

146-858

Price EachOrder Code

162X

107-552

Price EachOrder Code

5 each colourRed, Blue, Yellow, Clear1504.79.5
12Clear504.79.5
12Red504.79.5
12Blue504.79.5
12Yellow504.79.5
8 each colourYellow, Blue1503.26.4
8 each colourRed, Clear1503.26.4
12 each colourYellow, Blue503.26.4
12 each colourRed, Clear503.26.4
12 each colourBlue, Yellow1502.44.8
12 each colourRed, Clear1502.44.8
12 each colourBlue, Yellow502.44.8
12 each colourRed, Clear502.44.8
12 each colourRed, Blue, Yellow, Clear501.63.2
12 each colourRed, Blue, Yellow, Clear501.22.4

mmShrunkNom. QuantityColours
LengthDia.

Kit No. 3 – Red, Blue, Yellow and Clear, containing the following:

163X

107-568

Price EachOrder Code

6Black1508.425.4
8Black1506.319.0
8Black1504.212.7
10Black1503.29.5
20Black1002.16.4
20Black1001.64.8
20Black1001.43.2

mmShrunkNom. QuantityColours
LengthDia.

Kit No. 4 – Black, adhesive lined, containing the following:

RT-375 Super Clear
– 2:1 Shrink Ratio

.304-6047RT-375-1-X12.725.4

.304-6035RT-375-3/4-X9.519.1

.304-6023RT-375-1/2-X6.412.7

.304-6011RT-375-3/8-X4.89.5

.304-6000RT-375-1/4-X3.26.4

.304-5997RT-375-3/16-X2.44.8

.304-5985RT-375-1/8-X1.63.2

.304-5973RT-375-3/32-X1.22.4

.304-5961RT-375-1/16-X0.81.6

.304-5950RT-375-3/64-X0.61.2
50+25+10+5+1+ShrunkNom.

Price Per Length
Order Code

Mftrs.
List No.

Dia.
1.2m Lengths

622

Ì Flexible modified Clear fluoropolymer
tubing

Ì Extreme clarity
Ì Excellent physical and electrical

properties
Ì 2:1 shrink ratio

Ì Flame retardant to VW-1
Ì UL, CSA and MIL-DTL-23053/18

approved
Ì Minimum shrink temperature +125°C
Ì Operating temperature -55°C to 150°C

RP-4800 High Shrink
— 4:1 Shrink Ratio

Ì Flexible Black polyolefin tubing
Ì High expansion ratio
Ì Good mechanical strength
Ì 4:1 shrink ratio, 4 sizes cover whole range
Ì Flame retardant
Ì UL, MIL-DTL-23053/5 Class 1 and VG95343

Part 5A approved
Ì Minimum shrink temperature +95°C
Ì Operating temperature -55°C to +135°C

.304-6084RP-4800-NR4-026.7101.6

.304-6072RP-4800-NR3-020.676.2

.304-6060RP-4800-NR2-014.050.8

.304-6059RP-4800-NR1-07.025.4
50+25+10+5+1+ShrunkNom.

Price Per LengthOrder
CodeMftrs.  List No.

Dia.
1.2m Lengths

620

ATUM Adhesive Lined
– 3:1 Shrink Ratio

Ì Semi-flexible adhesive lined Black polyolefin
tubing

Ì Adhesive lining provides high strength
bonding to wide range of substrates

Ì Good mechanical and solvent resistance
Ì 3:1 shrink ratio

Ì UL and MIL-DTL-23053/4 Class 3 approved
Ì Min. shrink temperature +80°C Ì Operating temperature -55°C to +110°C

..304-6151ATUM-40/13-013.040.0
.304-6140ATUM-24/8-08.024.0
.304-6138ATUM-19/6-06.019.0
.304-6126ATUM-12/4-04.012.0
.304-6114ATUM-9/3-03.09.0
.304-6102ATUM-6/2-02.06.0
.304-6096ATUM-3/1-01.03.0

50+25+10+5+1+ShrunkNom.
Price Per LengthOrder

CodeMftrs. List No.
Dia.

1.2m Lengths

621

RNF-100 — 2:1 Shrink Ratio

304-5341RNF-100-2-025.450.8
304-5330RNF-100-1-1/2-019.138.1
304-5328RNF-100-1-012.725.4
304-5316RNF-100-3/4-09.519.1
304-5304RNF-100-1/2-06.412.7
304-5298RNF-100-3/8-04.89.5
304-5286RNF-100-1/4-03.26.4
304-5274RNF-100-3/16-02.44.8
304-5262RNF-100-1/8-01.63.2
304-5250RNF-100-3/32-01.22.4
304-5249RNF-100-1/16-00.81.6
304-5237RNF-100-3/64-00.61.2

Black 

50+25+10+5+1+ShrunkNom.
Price Per LengthOrder

Code
Mftrs. 

List No.
Dia.

1.2m Lengths

623

Ì Flexible coloured polyolefin tubing
Ì Conforms to irregular shapes
Ì Excellent physical, chemical and electrical

properties
Ì Wide range of colours and sizes
Ì 2:1 shrink ratio
Ì Flame retardant (except Clear)
Ì UL, CSA, MIL-DTL-23053/5 Class 1&2,

VG95353 Part 5B and DEF-STAN 59-97 Type
2B approved

Ì Minimum shrink temperature +95°C
Ì Operating temperature -55°C to +135°C
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