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Fasteners & Fixings

Electronic, Electrical and Mechanical

SINGAPORE CATALOGUE

Prices are in Singapore Dollars and exclusive of GST

Self Tapping Screws — continued

Countersunk Head,  Hardened Steel ‘Supadriv’™

Bright Zinc Plated

H98X

Ì Type AB
Ì Manufactured in accordance with BS4174

507-260.15" 31.8
224-170.1" 25.0
224-169.7" 19.0
224-1452" 9.5

No.8 (4.2 Dia.)

224-133.1" 25.0
224-121.7" 19.0
224-110.6" 13.0
224-1082" 9.5

No.6 (3.5 Dia.)

224-0916" 13.0
224-0802" 9.5
224-0785" 6.5

No.4 (2.9 Dia.)

1+ 5+ 25+ 50+ 100+ 250+Order Codeinches mm
Price Per BoxLength

100 Per Box

Pan Head, 'Pozidriv '™

Stainless Steel

H115X

Ì Grade A2
Ì Type AB
Ì Manufactured in accordance with BS7981

517-306.25.01" 
517-290.19.07"
517-288.13.06"
517-276.9.52"

No.10 (4.8 Dia.)

517-26431.715"
517-252.25.01"
517-240.19.07"

 517-239.13.06"
  517-227.9.52"

No.8 (4.2 Dia.)

 517-21525.01" 
517-203.19.07"
517-197.13.06"
517-185.9.52"
517-173.6.55"

No.6 (3.5 Dia.)

517-161.13.06"
 507-799.9.52"
 507-787.6.55"

No.4 (2.9 Dia.)

250+100+50+25+5+1+Order Codemminches
Price Per BoxLength

100 Per Box

Kit, Self Tapping Screw – Steel
Bright Zinc Plated and Clear Passivated

H250

Ì Supplied in an 18 division plastic box with clear plastic lid

No.10 1"(25.4mm)Pan Head, supadriv100No.6 1"(25.4mm) Pan Head, supadriv100
No .10 7"(19.1mm) Pan Head, supadriv100N o . 6 7"(19.1mm) Pan Head, supadriv100
No .10 6"(12.7mm) Pan Head, supadriv100N o . 6 6"(12.7mm) Pan Head, supadriv100
No .10 2"(9.5mm) Pan Head, supadriv100N o . 6 2"(9.5mm) Pan Head, supadriv100
No.8 1"(25.4mm) Pan Head, supadriv100N o . 6 5"(6.4mm) Pan Head, supadriv100
N o . 8 7"(19.1mm) Pan Head, supadriv100N o . 4 6”(12.7mm) Pan Head, supadriv100
N o . 8 6"(12.7mm) Pan Head, supadriv100N o . 4 2"(9.5mm) Pan Head, supadriv100
N o . 8 2"(9.5mm) Pan Head, supadriv100N o . 4 5"(6.4mm) Pan Head, supadriv100

QtyQty
Kit contents: (cream insert)

151-666 

1+ 5+ 10+ 25+ 50+Order Code
Price Each

Security Tamper-Proof Resistors
Stainless Steel

Ì Grade A2
Ì Type AB

H262

723-8897T2531.815”
723-8885T2525.41" 
723-8873T2519.17"
723-8861T2512.76"

No.10 (4.8 Dia.)

723-8850T2031.815"
723-8848T2025.41" 
723-8836T2019.17”
723-8824T2012.76”

No.8 (4.2 Dia.)

723-8812T1525.41" 
723-8800T1519.17"
723-8794T1512.76"

No.6 (3.5 Dia.)
Countersunk Head

723-8782T2531.815”
723-8770T2525.41" 
723-8769T2519.17"
723-8757T2512.76"

No.10 (4.8 Dia.)

723-8745T1531.815”
723-8733T1525.41" 
723-8721T1519.17"
723-8710T1512.16"

No.8 (4.2 Dia.)

723-8708T1025.41" 
723-8691T1019.17"
723-8680T1012.76"

No.6 (3.5 Dia.)
Button Head

50+25+5+1+mmInches
Price Per Box

Order Code
Driver
Size

Length
10 Per Box

Taptite™ Screws, ‘Supadriv’™

Taptite Screws, ‘Supadriv’

H33X
Pan Head Counter Sunk Head

Ì Hardened
steel screws. Zinc plated.

Ì Manufactured in accordance with
BS3382

574-272.10
574-2608
574-259.6M3

Countersunk Head

574-48012M6

574-46616
143-069.12
574-45410
574-4428M5

574-42916
574-41712
143-068.10
574-405. 8

  143-067.6M4

574-39912
143-066.10
574-3878
574-3756
143-065.5M3

574-3638
574-3516M2.5

250+100+50+25+5+1+LengthPan Head

Price Per Box

Order Code

100 Per Box

Plastite™ Screws, ‘Supadriv’™

Countersunk HeadPan Head

4.03.78
3.23.16
2.72.54

Hard PlasticSoft PlasticScrew Size
Drill Size

Recommended Pilot Hole

Ì Hardened
steel, zinc plated

Ì Thread forming trilobular designed for
use in plastic

Ì Ideal for Nylon, acetal, ABS. Some
glass filled Nylons

Ì Suitable for use in predrilled or 
moulded holes

Open Late!

Don’t forget we’re here to take your orders,
From 8.30am to 6.30pm Mon - Fri and

from 9am to 12pm on Saturday.


