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Electronic, Electrical and Mechanical

SINGAPORE CATALOGUE

Prices are in Singapore Dollars and exclusive of GST

Keyboards and Keypads — continued

Contacts Carbon/Gold, 100mΩ (max.), 5ms (max.) bounce
Insulation 50MΩ (min)
Breakdown 500V ac (60 secs)
Operation 24V dc, 50mA
Actuation 180g
Connections 0.1" gold plated, square pin male

SW313A

Dark GreyPrintedSilicon RubberGeneral Service
Polymer0°C to +70°C2 million4000

Dark GreyPrintedGeneral Service
Polymer

General Service
Polymer-10°C to +85°C2 million3000

Dark GreyLaser markedSuper impact
polymer

Super impact
polymer-25°C to +85°C4 million2000

BlackEngravedChromed zincSuper high
impact polymer-40°C to +100°C4 million1000PLX

BlackEngravedChromed zincChromed zinc-40°C to +100°C4 million1000

Legend
Colour

Keytop
LegendsKeytop MaterialCase MaterialService

Temperature
Key Life
(cycles)Series

†Available until stocks are exhausted
546-3792000/3000 series (set of 4)
480-0091000 series (set of 4)

Blank Keys

546-367Mounting box for 12 way keypads

. 986-513Privacy Shroud for 12 way Keypads

546-355. 16 key Tel. style
546-343. 16 key Calc. style
546-331. 12 key Tel. style
546-320. 12 key Calc. style
546-306. 4 key (↑↓←→)
546-318. 4 key (F1, F2, F3, F4)

4000 Series  - Light Duty

546-290. 16 key Tel. style
†546-288. 16 key Calc. style

546-471. 12 key Tel. style
546-446. 4 key (↑↓←→)

3000 Series - General Service - IP64

†546-434. 16 key Tel. style
546-422. 16 key Calc. style
546-410. 12 key Tel. style
546-409. 12 key Calc. style
546-380. 4 key (↑↓←→)
546-392. 4 key (F1, F2, F3, F4)

2000 Series  - Impact Resistant - IP65

102-99416 key Tel. style
102-98216 key Calc. style
102-97012 key Tel. style
102-96912 key Calc. style
102-9454 key (↑↓←→)
102-9574 key (F1, F2, F3, F4)

1000PLX Series - Vandal Resistant - IP65

479-998. 16 key Tel. style
256-468. 16 key Calc. style
479-986. 12 key Tel. style
256-456. 12 key Calc. style
479-974. 4 key (↑↓←→)
479-962. 4 key (F1, F2, F3, F4)

1000 Series - Vandal Resistant - IP67

50+10+1+
Price Each

Order Code

Storm Keypads for Access Control
Strikemaster/Codemaster

Faceplates
for timber or
aluminium/s
teel frames
included.

Power Supply
H=50, W=95, D=63

H=118, W=99.5, D=15
fixing centres 74 93

Vandal resistant
keypad

General service
keypad

Î Electric door strike Depth
behind panel=38

.986-513Privacy Shroud

. 773-979General service

. 773-967Vandal resistant
Weigand Data Keypad – Codemaster

. 773-95512V dc power supply

. 773-943Electric door strike

. 773-931General service

. 773-920Vandal resistant
Keypad for local door control – Strikemaster

10+5+1+
Price Each

Order Code

Storm AXS keypads provide rapid and reliable access control in “high-traffic” applica-
tions. Robust construction for outdoor and exposed locations. Available in both “gen-
eral service” and “vandal resistant” specifications.
Strikemaster
Secure, self-contained keypad and controller for electrically operated locks and strikes.
Codemaster
Converts codes enetered via the keypad into industry standard 26 and 32 bit Weigand
data. Suitable for use as a replacement for (or in conjunction with) most standard card
readers.
The units comply with current and forthcoming standards and are quick and easy to
install.

SW109
For further details and technical specifications see page 1292

Vandal Resistant Illuminated Keypads
These immensely tough, weath-
er resistant keypads are suitable
for use in exposed, hostile or
industrial environments.
Integrated illumination of key-
tops and keytop characters make these responsive
data entry keypads ideal for use in dark or sub-
dued lighting conditions.

Ì Integrated LED illumination of keytop characters
Ì Sealed against water and dust to IP65 specification
Ì Rugged, reliable and responsive key action
Ì 4, 12 and 16 key formats
Ì Can be fixed to a flat surface or under panel mounted for a flush, low profile installa-

tion
Ì Red or green LED by polarity reversal

334-54151KL16T10116 Key (Tel.)
334-54031KL16010116 Key (Calc.)
334-53971KL12T10112 Key (Tel.)
334-53851KL12010112 Key (Calc.)
334-53731KL0421014 Key (F1-F4)
334-53611KL0411014 Key (Arrows)

50+10+1+
Price EachOrder

CodeMftrs. List No.Description

SW410

®

Illuminated Vandal Resistant Keypads - IP67
S. Series

Ì Individual yellow LED illuminated anti 
pull-off keys

Ì High impact resistance housing and
keys

Ì 4 million operation life per key 
Ì Front face sealed to IP67 using gasket

supplied
Ì Simple to install from rear or front of

panel
Ì Available in 12 or 16 key versions 
Ì Connection via 0.1" pitch headers

311-2044S.16350.24116 Key Illuminated, hex markings
311-2032S.12150.24112 Key Illuminated, tel markings

50+10+1+Order CodeList  No.
Price EachMftrs. 

Life time 4 million operation 
IP67Front face seal 20mAIndividual LED current 
1 to 3 NActuation force2.5V maxLED operating voltage
1.3± 0.3mmKeytop travel >1000 MΩInsulation resistance
-25°C to +85°COperating temp<200mΩContact resistance
Amorphous Carbon on GoldContact5 mANominal current 
Chromed ZamacKey and body material 24V maxOperating voltage 

SW225


