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Tools – Hand & Workholding
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Sales Tel (65) 788 0200   Sales Fax (65) 788 0300

Workshop Vice

Ì 4" high
quality bench vice

Ì Pipe vice and anvil
Ì Cast from close

grained iron

.105-212—Jaw lining (pair)
458-6482100Vice

12+6+3+1+
Price EachOrder

Code
Mftrs.

List No.

H=150, W=135, D=280
Jaw width=102 (4")

285X

Bench Vices

Ì General-purpose vices for  light to medium duty applications
Ì High quality grey iron castings, machined to very close tolerance

714-01016” spare steel jaws
714-00954” spare steel jaws
105-212.4” spare steel jaws

Spare Steel Jaws

714-03206” fibre grips
714-01134” fibre grips
105-210.4” fibre grips
105-209..3” fibre grips

Fibre Grips

714-00836” vice
714-00714” vice
105-207.4” vice
105-206.3” vice

12+6+3+1+
Price Each

Order CodeVices

203216165      115Overall width
171190170115Overall height
90807050Jaw depth

20514012085Jaw opening
15011510075Jaw width

6” Vice4Æ” Vice4” Vice3” Vice

TMM220X

Universal Mechanics' Bench Vice

714-18304-533-125
12+6+3+1+

Price Each
Order Code

Mftrs.
List No.

Ì Made from high-grade cast iron
Ì Jaws can be indexed through

360° to select positions manually every
45°

Ì Mounted on swivel base
Ì Maximum jaw opening 125mm
Ì Built-in pipe vice jaws and anvil back

MAT136

Fitters' Vice Quick-Release
Ì Designed for fitting, filing and large

assembly work
Ì Standard equipment for many industrial

and training workshops
Ì Quick-release mechanism enables rapid

movement of the slide
Ì Ideal for use in repetitive work situa-

tions

714-0320FG6Fibre Grips
714-0307No. 25-0Replacement Jaws
714-0290No. 25Vice

12+6+3+1+
Price Each

Order Code
Mftrs.
List No.

Jaw Width Jaw Opening Jaw Depth Overall Height Overall Width
150 210 115 277 235

MAT2

Drill Vice

714-1324DMDPV4
714-1312DMDPV3
714-1300DMDPV2

12+6+3+1+
Price Each

Order Code
Mftrs.
List No.

Ì Quality precision clamps
Ì Cast in gray iron
Ì Two start rolled acme thread
Ì Vertical V-grooved jaws
Ì Available in three sizes

DMDPV2 DMDPV3 DMDPV4

Jaw opening 64 75 110
Jaw width 75 106 115
Body length 168 213 230
Slot length 56 68 115
Distance between slots 108 141 153
Load bearing strength 1.53 ton 3.04 ton 6.0 ton
Order Code 714-1300 714-1312 714-1324

MAT41

Machine Vice

Jaw width=76.2mm (3")

443-323413
12+6+3+1+

Price EachOrder
Code

Mftrs.
List No.

Ì Unique swivel
front jaw holds any shape of work piece

Ì Base fits standard power tool table Jaws
have horizontal and vertical vees  

221X

Milling Machine Vice

714-1889
714-1877
714-1890

12+6+3+1+
Price Each

Order Code

Ì Rigid, strongly constructed,
low stature vices

Ì Ideal for use with milling machines and
drill presses

Ì Supplied with 2 clamp-down nuts and
strong handle

Ì Fully-enclosed leadscrew
Ì Non-working surfaces are smoothed and painted
Ì The 160 has correct mounting for standard machines; 160S suitable for Bridgeport

machines
Width Height Max. Overall Overall
Jaws Jaws Opening Height Length Weight Mftrs. List No Order Code
100 32 80 122 290 13.8 kg 7-221-100 714-1890
160 50 125 164 405 36.6 kg 7-221-160 714-1877
160 50 125 164 405 36.6 kg 7-221-160S 714-1889

MAT69
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