
Mineral Insulated Thermocouple Sensors
Mineral Insulated Thermocouples are extremely rugged and flexible, able to withstand temperatures up to 
1100°C (pot seal max temp 200°C). Available in Thermocouple Types J, K & T. The probes can be bent to 
enable fitting in awkward locations, they are particularly suitable for industrial applications including high 
pressure, high vacuum and high vibration. The thermocouple junction is located at the tip of the sensor and 
is insulated from the sheath. 

Dimensions Available
Sheath Lengths        : 150mm & 250mm
Diameters : 1.5mm, 3mm & 6mm

Global Part No. Description
91-9326-03 Type ‘J’ M.I.  1.5mm x 150mm
91-9327-03 Type ‘J’ M.I.  1.5mm x 250mm
91-9328-03 Type ‘J’ M.I.  3.0mm x 150mm
91-9329-03 Type ‘J’ M.I.  3.0mm x 250mm
91-9330-03 Type ‘J’ M.I.  6.0mm x 150mm
91-9331-03 Type ‘J’ M.I.  6.0mm x 250mm
91-9332-03 Type ‘K’ M.I.  1.5mm x 150mm
91-9333-03 Type ‘K’ M.I.  1.5mm x 250mm
91-9334-03 Type ‘K’ M.I.  3.0mm x 150mm
91-9335-03 Type ‘K’ M.I.  3.0mm x 250mm
91-9336-03 Type ‘K’ M.I.  6.0mm x 150mm
91-9337-03 Type ‘K’ M.I.  6.0mm x 250mm
91-9341-03 Type ‘T’ M.I.  1.5mm x 150mm
91-9342-03 Type ‘T’ M.I.  1.5mm x 250mm
91-9343-03 Type ‘T’ M.I.  3.0mm x 150mm
91-9344-03 Type ‘T’ M.I.  3.0mm x 250mm
91-9345-03 Type ‘T’ M.I.  6.0mm x 150mm
91-9346-03 Type ‘T’ M.I.  6.0mm x 250mm

Mineral Insulated Construction (Flexible)
Thermocouple Types J, K & T
Terminated With 1000mm PFA Flat Pair Cable
310SS Sheath
Temperature Range -100°C to +1100°C




