
SPECIFICATION

SP-750-5MODEL

DC VOLTAGE

RATED CURRENT

CURRENT RANGE

RATED POWER

OUTPUT VOLTAGE ADJ. RANGE

LINE REGULATION

LOAD REGULATION

SETUP, RISE TIME

HOLD UP TIME (Typ.)

VOLTAGE RANGE

FREQUENCY RANGE

EFFICIENCY (Typ.)INPUT

INRUSH CURRENT (Typ.)

LEAKAGE CURRENT

OVER TEMPERATURE

WORKING TEMP.

REMOTE CONTROL Note.5

POWER GOOD/FAIL

WORKING HUMIDITY

STORAGE TEMP., HUMIDITY

TEMP. COEFFICIENT

VIBRATION

MTBF

DIMENSIONOTHERS

NOTE

PACKING

OVERLOAD

OVER VOLTAGE

AC CURRENT (Typ.)

5V

120A

0 ~ 120A

600W

120mVp-p

4.75 ~ 5.5V

2.0%

0.5%

2.0%

1500ms, 50ms/230VAC          1500ms, 50ms/115VAC at full load

16ms/230VAC          16ms/115VAC at full load

90 ~ 264VAC          127 ~ 370VDC

47 ~ 63Hz

80%

8.8A/115VAC         4.2A/230VAC

27A/115VAC          45A/230VAC

<2.0mA / 240VAC

105 ~ 125% rated output power

5.75 ~ 6.75V 13.8 ~ 16.2V 18 ~ 21V 27.6 ~ 32.4V 31 ~ 36.5V 57.6 ~ 67.2V

Protection type : Constant current limiting, unit will Hiccup after 3 sec.

Protection type : Shut down o/p voltage, re-power on to recover

85 5 (TSW1 ) detect on heatsink of power transistor 85 5 (TSW2 ) detect on heatsink of power diode



Mechanical Specification
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Case No.919A Unit:mm

AC Input Terminal
Pin No. Assignment

Pin No.

1

3

2

Assignment

FG

AC/N

AC/L

DC Output Terminal
Pin No. Assignment

Pin No.

1

2

Assignment

DC OUTPUT +V

DC OUTPUT -V

Control Pin No. Assignment : MOLEX 5559-NP uses 5558male crimp terminal

Pin No.Pin No.

51

62

7

8

3

4

AssignmentAssignment

NCNC

PF(Power fail signal)-S

+S

RC+

G

RC-

Mating connector

MOLEX 5557-NR

Terminal

MOLEX 5556
Female crimp
Terminal
receptacle

Block Diagram PFC fosc : 100KHz

PWM fosc : 140KHz

750W Single Output Power Supply SP-750 s e r i e s
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Control Terminal Instruction Manual
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